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Compliance: RohS Il (2015/863/EU)

6.6 max.

0.9 ref.

14.5 max.
0.4 +0.1
HARARRRRAAAH
o
P.C.B. LAYOUT
0.99 0.64

|

15.49
19.56

tolerances
knitter-inductive| Product Data-sheet 211 28
page 1/2
drawn: D. Rauschert, 07/20
approved: C.Schmid, 07/20 Tran Sfo rm er
Part Number

date: modification, name

ICST35444000SHATO61




Specifications:

Inductance OCL (100 kHz, 0.1 V, 8 mA DC Bias):
Leakage Inductance (100 kHz, 0.1 V):
Interwinding Capacitance (100 kHz, 0.1 V):
DC Resistance:

Turns Ratio:

Insertion Loss (1-100 MHz):

Return Loss (1-30 MHz):

Return Loss (40 MHz):

Return Loss (50 MHz):

Return Loss (60-80 MHz):

Return Loss (100 MHz):

Cross Talk (30 MHz):

Cross Talk (60 MHz):

Cross Talk (100 MHz):

DCMR (30 MHz):

DCMR (60 MHz):

DCMR (100 MHz):

Isolation HI-POT:

Operating Temperature:

Compliance: RohS Il (2015/863/EU)

350 pH min.

0.50 pH max.

35.0pF max.

1.2 Q max.

1CT:1CT

-1.0 dB max.

-18 dB min.

-14.4 dB min.

-13.1 dB min.

-12 dB min.

-10 dB min.

-43 dB min.

-37 dB min.

-33 dB min.

-45 dB min.

-40 dB min.

-35 dB min.

1500 Vrms, 5 mA, 60 sec.
1800 Vrms, 5mA, 1 sec. (mass production test)
-40°C to +85°C

tolerances
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